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MPOLEC OLBETUTEJIM ATQ 3000 (ATQ 3000 PROCESS COLOURS)

CradMIHOCT — HHTEH3HTET

OdceToBu npecH 3a 3apeiiaHe Ha JIMCTa
[leuar, pekaaMu, ONAKOBKH

XapakTepUuCTHKH

OuperuTen, KOUTO Ce OCTABAT 3a e/iHa HOIIL
e BHCOK BUCKO3HTET.

bbp30 HaHacsiHe.

Bucok OJsCBK.

OTnuyHa yCTOMYMBOCT Ha ryMa.

Muoro 1006po H3ChXBaHE B OCHOBATA.

Texcm kom pucypa:
Hzcvxsane 6 ocnosama
Vemouuusocm na eyma
bnsicvk

Konmpacm na mouxa
Cuna na yeema
Hanacsine

Ceexcecm na Kauai
Hanwvueane

Marepua/u [Ipenopbku

be3 nokpHTHs s

Maroso nokputie — ***

['mannoso nokputue ***

Kapron oo

CHHTETHYHHM BJIAKHA U HeajcopOupaly MaTepraiun

*¥*%  [IpenopbunTe/IHO

e Otropusupana ynorpeba

" W3nosseane ¢ npeanasjiiBoct
0 3abpanena ynorpeda

Codua 1504, yn.“Xp. leoprues” Ned
Ten.: 02/ 946 13 92; ten./dakc: 02/943 86 65
e-mail: fides@mail.techno-link.com



W3nomnssane

o [IpenopbuBaHa 1OCIENOBATEIHOCT: Y€PEH, IIHAH, MATEHTA, KBIIT.

e [leyaTbT MOXE J1a 6BJIe MOKBD BBPXY MOKpa MOBBPXHOCT HMJIM MOKBP BEPXY CyXa
MOBBEPXHOCT MOKPHT € TPAJHMIMOHHM O(CETOBH WIIH AKPHIIOBM HA/NEYaTHH JIAaKOBE
(p-::)

e [leuarsT MOXe na Obae NTaMUHHpaAH WM Clejl CylleHe MOXKE Ha ObJe IOCTABEHO
nokputHe ¢ Y B uau HUTponenyio3eH HaanevyaTeH JaK.

e (CbBMECTHMH C HH(paAUEPBEHO CYIIEHE.

[Ipenna3zHy MEPKH
[IpenopruBanoTo BpeMe 3a cylIeHe NpeiH JaMHHEpane Wi Y B nokpurue ¢ HagneyaTeHn

nak; mexay 24 u 48 yaca.

Wudpavepseno cymeHe: He ce MpernopbyBa B Cydyall Ha yJITPaBHOIETOBO MOKPUTHE C
HaAlCYaTeH JIaK.

Makcumanna Temneparypa Ha npukpensate: 35°C orrope u 30°C Ha oGparHara cTpana.

Cruio Ipouec Onerurenu YCeTOHYHMBOCT HA

Caeriina AJKOXO0T AJIKaJieH pa3TBop
[Tponiec ATQ 3000 Xsar 5 + +
Ilponiec ATQ 3000 MarenTta 5 + -
ITpouec ATQ 3000 I{unan 8 + +
[Tponec ATQ 3000 Yepen 8 - +
OnakoBka

Mertanuu coaoBe ot 1 u 2.5 kr
2.5 kr kacera

* %k

[lonnucanata Tans Bacunesa PameBa ynocToBepsBaM BEPHOCTTA Ha W3BBLPLIEHHS OT
MECH TIPEBOJI OT aHIJIMHACKK Ha OBIrapcKy e3uK Ha NPWIOKEHHs JOKYMEHT — Texuuuecka
cnienudukanms ot 01.07 ép AIpeBOnBT ce CHCTOM OT JIBE CTPAHHIIH.

IIpeBonay: —*{/ . Y\ _
/Tans Bacunesa Pa ' 5@35 /




Date : 01/07/2003

Eﬁmn TECHNICAL DATA SHEET

ATQ 3000 PROCESS COLOURS

StaBiLiTy - INTENSITY

Sheet fed offset presses
Publishing, advertising, packaging.

Characteristics
Semi-overnight process colours.

High viscosity

Fast Setting

High Gloss

Excellent rub resistance.
Very good drying at heart.

Duct Freshness

Drying at heart Setting

Rub Resistance Colour strength

O Prohibited

Gloss Dot Sharpness
Substrates Recommendations
Non coated e
Matt coated Kk N
Gloss coated ki
Cardboard k¥
Synthetics and non-absorbent substrates 0
¥ Recommended ** duthorised use * Use with precaution
U
e Recommended sequence : Black, Cyan, Magenta, Yellow.
»  Prints can be wet-on-wet or wet-on-dry varnished with conventional offset or acrylic varnishes (p.....).
e  Prints may be laminated or UV and nitrocellulose varnished after drying (p.....).
¢ Compatible with infra red (I.R.) drying.
Précautions

Recommended drying time before laminating or UV varnishing: between 24 and 48 hours.

[.R. drying: Not recommended in the case of UV varnishing.

Maximum stack temperature: 35 °C on top and 30 °C on reverse side.

ATQ 3000 Process Colours Resiytamce |

- Light | Alccohol Alkali
Process Yellow ATQ 3000 5 + +
Process Magenta ATQ 3000 5 + -
Process Cyan ATQ 3000 8 * +
Process Black ATQ 3000 8 - +
Packaging

1 and 2.5 kg tins.
2 kg cartridges.




